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Family owned quarry
Kingstone represents a modern and dynamic com-
pany in the stone field. It was born in 2002 from the 
experience of four generations, a tradition handed 
down by skilled stonemasons and quarrymen since 
1870. Today Kingstone accepts with passion the new 

challenges of the global market, combining the inno-
vative production technologies of its plants with the 
availability of an excellent Roman travertine, 
extracted from its own quarries.

Its own resources,
from extraction to the finished product
Kingstone's main source of supply is its own quarry, 
a large deposit of over 180,000 square meters.
Located within ancient Roman mining sites, the 
quarry represents an exceptional added value for 
our business. The availability of its own resources 
guarantees the availability of materials as well as a 
complete knowledge of stone. 

With the control of the extraction, the different 
qualities of material can be selected, traced and 
monitored throughout the supply chain, from the 
squaring of the block in the quarry to the installation 
of the finished elements.

Headquarters
Via Flaminia 148 (km 41,100)
00068, Rignano Flaminio (RM) Italy

Exclusive Roman
travertine quarry

Production Plant
Loc. Quartaccio, SP 74 – km 1,45
01034 Fabrica di Roma (VT) Italy



High production 
capacity
The advanced technology used in our laboratories 
allows us to achieve high production volumes, 
while ensuring the highest quality of the product 
and service.

Our commitment
to quality
Quality at Kingstone is integrated into a global 
system that involves all stages of the supply chain.
The extraction of the raw material takes place in 
compliance with the international environmental 
protection standards UNI EN ISO 14001: 2015.

Transformation operations are managed according 
to the ISO: 9001 standards.
All materials are certified according to the UNI EN 
12058 and UNI EN 1469 standards.



KingStone Travertine
Considered since ancient times a decorative product with excellent technical and aesthetic qualities, it was among the most valuable Roman 
travertines used in the construction of public and private buildings of the Roman and modern times. The Travertine of this quarry is unique, it is 
compact, hard, with very regular veins and low porosity. Therefore, a stone that stands out not only for its purely decorative dimension but also 
offers excellent technical performance.

Kingstone Classic Travertine is an extremely versatile material. Its shades go from ivory to beige. In the vein cut, the veins have well-graduated 
chromatism with parallel horizontal development. The cross cut gives it an extremely homogeneous appearance.

Kingstone Bronze Travertine is a particularly elegant and refined material. Its shades go from hazelnut to light walnut. In the vein cut, the veins 
have well-graduated chromatism with parallel horizontal development. The cross cut gives it an extremely homogeneous appearance.

Classic – Vein Cut Classic – Cross Cut

Bronze – Vein Cut Bronze – Cross Cut

Tiles and Slabs

Formats

Grouting available: 
- Concrete
- Mastic
- Resin
- Open pore

Finishes available:
- Open pore sanded
- Polished 
- Bush-hammered
- Sandblasted 
- Brushed SLABSTILES

20,3x91,5x1,3 or 2cm
8”x36”x½”or¾”

20,3x122x1,3 or 2cm
8”x48”x½”or¾”

61x61x1,3 or 2cm
24”x24”x½”or¾”

61x91,5x1,3 or 2cm
24”x36”x½”or¾”

61x122x1,3 or 2cm
24”x48”x½”or¾”

122x122x2cm
48”x48”x¾”

122x183x2cm
48”x72”x¾”

122x244x2cm
48”x96”x¾”



Applications

Interior Floors
Travertine is the answer for elegant and exclusive interiors. The 
chromatic neutrality allows multiple combinations with other noble 
furnishings. The exclusive texture and weaving make each one an 
unique surface.

External Floors
Travertine outdoor floors are the right choice thanks to brightness 
and solid resistance in weather aggressive conditions: this is the 
reason why Travertine is present in the scrupulous selection of 
architectural elements.
These floors will remain unalterable over time, and it is a pleasure to 
walk on an almost living stone.

Interior Coatings
In the interior walls, travertine takes the stage, giving an incompa-
rable sign of elegance and decorative harmony. Ageless covering 
with its own language, adapted to each decorative pattern.

Facades
Travertine is perfect for covering a facade. The external walls 
require materials that can withstand the elements: travertine is 
always the right choice for its natural elegance and proven invulne-
rability to external conditions. This is the reason why several iconic 
constructions of antiquity, still standing today, were built in traver-
tine.

Processing steps

1
Extraction

The natural stone
is extracted from the 

quarry in rough 
blocks, which are 
squared directly 

on site by single-wire 
or single-blade 

machines.

2
Transport

The square blocks are 
transported to the 
factory for sawing.

3
Sawing

The blocks are 
transformed into slabs 

of desired thickness 
by means 

of multi-blade saw.

4
Processing
of the slabs

The slabs are grouted 
with cement or with 
special resins for the 

following phases.

5
Selection of the 

material

The customer 
chooses the material 

to be transformed and 
installed directly

in the factory.

6
Cutting into 

formats

The slabs are 
transformed into the 

final "Cut-to_size" 
formats.

7
Installation

The correct installation
of the material is essential 
to guarantee the maximum 

life of the stone
in aesthetic and 

mechanical terms.
In this phase the customer 

is assisted by providing,
if necessary, the right 
protective product.
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Via Flaminia 148 (km 41,100)
00068, Rignano Flaminio (RM) Italy

Production Plant
Loc. Quartaccio
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01034 Fabrica di Roma (VT) Italy

PH. +39 0761 5051
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